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EAA 500X

Electro-Pneumatic I/P and E/P Transducers
Converts a current or voltage input to a proportional pneumatic output pressure. Select the model by input signal
and required output range.

Model selection

Model Input Output psi Output bar

500-AA 4-20 mA 3-9 0.2-0.6

500-AB 4-20 mA 9-15 0.6-1.0

500-AC 4-20 mA 3-15 0.2-1.0

500-AD 4-20 mA 3-27 0.2-1.8

500-AE 4-20 mA 6-30 0.4-2.0

500-AF 4-20 mA 1-17 0.1-1.2

500-BC 10-50 mA 3-15 0.2-1.0

500-BD 10-50 mA 3-27 0.2-1.8

500-BE 10-50 mA 6-30 0.4-2.0

500-AG 4-20 mA 2-60* 0.14-4.1

500-AH 4-20 mA 3-120* 0.2-8.2

500-BF 0-60 mA 2-120* 0.15-8.2

500-CC 0-5 VDC 3-15 0.2-1.0

500-CD 0-5 VDC 3-27 0.2-1.8

500-CE 0-5 VDC 6-30 0.4-2.0

500-DC 1-9 VDC 3-15 0.2-1.0

500-DD 1-9 VDC 3-27 0.2-1.8

500-DE 1-9 VDC 6-30 0.4-2.0

500-CF 0-5 VDC 2-60* 0.14-4.1

500-EH 0-10 VDC 3-120* 0.2-8.2

* Factory-calibrated output ranges. Final range adjustment and model configuration must be checked for the
ordered unit. Bar values follow the supplier ordering table.



